GRAMETA A/S

DECLARATION OF PERFORMANCE

No 001DOP2013-12-20

Product name

Grameta Rggrgr og Pejsergr

Product type identification

Rigid connecting flue pipe
T600 N1 D Vm-L99200 G(xx)NM
T600 N1 D Vm-L99080 G(xx)NM
(plus manufacturer’s code for traceability)

Name and contact address of the manufacturer
as required under Article 11(5):

Grameta A/S, Ornevej 12, DK-7860, Spottrup

Harmonized standard/Technical specification

DS/EN 1856-2:2009 - Metal liners & connecting flue pipes

Intended use or uses of the construction
product, in accordance with the applicable
harmonized technical specification, as foreseen
by the manufacturer:

To convey the products of combustion from appliances
to the outside air

Essential characteristics:

Flow resistance

Tensile strength

Wind load resistance

Declared performance:

0.5 mm
Equivalent 1 m

NPD

Certificate no

2392-CPD-1117

System of assessment and verification of
constancy of performance of the construction
product as set out in CPR, Annex V

System +2

Notified factory production control certification body No. 2392 performed the initial inspection of the
manufacturing plant and of factory production control and the continuous surveillance, assessment and
evaluation of factory production control and issued the certificate of conformity of the factory production
control

The performance of the product identified in points 1 and 2 is in conformity with the declared
performance in point 6. The declaration of performance is issued under the sole responsibility of the
manufacturer identified in point 3. Signed for and on behalf of manufacturer by:

(name and function)
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(signature)

Bellina e V42014

(place and date of issue)




